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GENERAL LANDSCAPING NOTES ALL SHEETS

ALL CONTRACTORS WISHING TO SUBMIT BIDS FOR THIS
LANDSCAPING PROJECT SHALL BE RESPONSIBLE FOR FIELD
VERIFYING ALL CONDITIONS.

PROTECTION AS NECESSARY TO
PREVENT DAMAGE AND TO SAFEGUARD AGAINST INJURY TO
EXISTING UNLITES.
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CALL BEFORE YOU DIG
NORTH DAKOTA
UTILITIES UNDERGROUND LOCATION SERVICE
1-800-795-0555

Copyright @ 2017 by Swonson, Hogen & Ca.
Al rights reserved. No port of this drowing moy be used or reproduced
in any form or by ony means withoul the express writlen permission of
Swenson Hogen & Co.
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TRANSPORTATION AND INSTALLATION WILL BE THE
RESPONSIBILITY OF THE LANDSCAPE CONTRACTOR.

ALL PLANTING BEDS SHALL BE INSTALLED WITH 3" OF 2"
CRUSHED ROCK MULCH, LANDSCAPE FABRIC WITH A
MINIMUM WEIGHT OF 4 0Z./SY, AND WHEREVER NECESSARY,
6" COMMERCIAL GRADE BLACK PLASTIC EDGING TO CONTAIN
THE PLANTING BED.

> AL LANDSCAPE PLANTINGS ARE TO BE WATERED BY THE
LANDSCAPE CONTRACTOR THE SAME DAY THAT THE
PLANTING OCCURS. IF WATER IS NOT AVAILABLE AT THE
BUILDING, THE LANDSCAPE CONTRACTOR SHALL PROVIDE
ALTERNATIVE METHODS FOR WATERING.

@ SOUTARY TREES DO NOT NEED TO BE EDGED AROUND,
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PLANT PALETTE
SYM, COMMON NAME SCIENTIFIC NAME SIZE owrv.
AM | AMUR MAPLE Acer ginnolo 1-1/2" Col. 6
Q HL | THORNLESS HONEYLOCUST Gleditsio triocanthos 2° Col. 4
5 L |UTRELEAF UNDEN Tiia cordato 2" col. 6
0G |OWARF GLOBE SPRUCE Picea pungens ‘Globosa 2 Gallon 28
ON | DIABLO NINEBARK Physocorrpus opulifolius ‘Monlo” 2 Galion 4
§ DS | DAXOTA GOLDCHARM SPIREA | Spiroeo joponica Mertyonn® 2 Galion 3
§ MC MAGIC CARPET SPIREA Spiroea joponico “Woibuma” 2 Gallon 29
SV | SAVIN wWNIPER Sniperus sobing 2 Galion 25
K | KARL FOERSTER GRASS Colomagrostis x aculifiora 1 Gallon 15

LANDSCAPING REQUIREMENTS

REQUIRED INTERIOR LANDSCAPING:
1450 SF

22 SHRUBS
8 SHADE TREES

REQUIRED PERIMETER PARKING:
WIDTH 10 FEET

10 TREES

100 SHRUBS

PROVIDED INTERIOR LANDSCAPING:
1720 SF

22 SHRUBS
8 SHADE TREES

PROVIDED PERIMETER PARKING:

WDTH 10 FEET
8 TREES
110 SHRUBS

/IC WOOD MULCH SHALL BE PLACED
AROUND THE TREE IN A MUTTLE RING THAT CONFORMS TO
THE DETAIL PROVIDED FOR TREE PLANTINGS.

D CONTRACTOR SHALL PROVIDE WRITTEN WARRANTIES
CONFIRMING THE FOLLOWING:

FURNISHED TREES GUARANTEED TO LIVE AND REMAIN
STRONG, VIGOROUS, AND HEALTHY CONDITION FOR
365 DAYS MINIMUM FROM DATE LANDSCAPE
INSTALLATION IS ACCEPTED AS COMPLETED.

] LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR
WATERING AND CARING FOR ALL PLANT MATERIAL, AND
OTHER LANDSCAPING IMPROVEMENTS UNTIL THE DATE OF
FINAL INSPECTION AND APPROVAL.

LEGEND

S|k B
=HHE
<Is|2|2
=1 PP
«
4
=
a
8
n| |e
4]
zle|s
2|Z|e
3|12|3
8|2|3
Z MK
Zzl5|z|a
Olz|S|%
—.‘5,‘53
@Dy a3
NEEE
IS
L]
B

PORT OF BISMARCK
BISMARCK, NORTH DAKOTA

LANDSCAPE PLAN
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